250'

MULES, e VICINITY MAP
B S A R A NG soaLE: e
7 / mies
: . TO MINE. ADEQUATE TRUE Yt :
% BARKING. ON ROADS AROUND ADITS AND NORTH 4 ML
IN TOWN SITE. 74ML. TO
3. EXCELLENT VENTILATION AS STOPE GOES ROAD LOVELOCK
UP TO SURFACE. SILVER TO FALLON
4 ADITS APPROX. 7'HIGH EXCEPT WHERE NOTED. SPRINGS 26 MILES
.\ "y TO_CARSON
TOWN SITE CITY 30 M.
SCALE : 1"
0 . % 20 <o #f.
——— TO YERINGTON
265 MILES
TIMBERS W&
5o STOPE ABOVENL,
AND BELOW
$
k LEGEND
: o Wi e 3 - MAIN LEVEL
VENT TO Rt
SURFACE — — —— WORKINGS
."°~ -o
o 9 CLT% DANGER AREA
BIRBPRE  SLOUGH
=< CAVED
‘\ s;‘«'../“z “ ;
@ TUNNEL HEIGHT / 0. .
st 13 R G L.
DATE PDATINC SUR - NEV C | » SHEET
Byjj FREDRIC H. MOLL ARCHITECT NATIONAL FALLOUT SHELTER UP?&TING ~SURVEY - NEVADA WEST EAST ADIT AT MILL
REVISIONS FSA M7 tt 1064 64 LAS VEGAS, NEV. NAVAL FACILITIES ENGINEERING COMMAND FaciLity no. 05030 TALAPOOSA DIST. I
EEA SN ARVE R NELSON  MINING ENG ' sto. Loc. no.  74H2-000I 1 LYON COWNTY
EM..PH.D.. PE. RENO . NEVADA STATE OF NEVADA CIVIL DEFENSE SPACES 239 300 SsPACES WITH VENT OF U
& P i 4 Vié
47140 oo\6 082 @79 2 >,



